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Magnesium Rod . Attach wire as shown

This is the Carbon Rod . Attach your Wire as Shown By Soldering . [image: image2.jpg]



You earth battery Should be installed in a pre drilled hole in the ground . DO NOT BANG ON THE RODS !! THEY WILL BREAK ! 

The Carbon Rod Is North  and is Positive  The Magnesium Rod is South and Negative.

The rods should be separated from one foot to 20 feet. You will have to experiment for the best location as the Magnetic Ley lines are the best position. The Closer the rods the more current the further the rods the more voltage. There is a Happy Spot in between you will find  with good voltage and good current . I have attained 1.9 volts at 15 milliamps with surges from the magnosphere reaching 5 volts at 90 milliamps with the rods enclosed. The Current moves in the ground like an Ocean wave and throughout the day and night the current has surges . I use a very large Ultra cap that holds over 1700 amps at 2. 7 volts . It charges fine without a diode on series with your Eb . You may Experiment and find a Germanium Diode works good to pump the cap up. I Currently have several different Eb’s and  a simple copper pipe and Zinc coated pipe put out enough voltage to oscillate and Joule thief and light leds up without the aid of a super cap . I have found that if you place a 3300uf 10volt cap parallel you your Earth Battery the Current will run these Devices no problem and light several White Leds Continuous using a Joule thief . 

 Hope you enjoy the Free Electricity and Use it like I do . 
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